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Protocol 
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of the network interface card such as TCP Offload Engine and Remote Direct ... 
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P Sarkar, S Uttamchandani, K Voruganti - Proceedings of the 2nd USENIX Conference on 
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... This is possible in NICs implementing a TCP offload engine, but im- practical in 
conventional NICs such as the Tigon-ll. 7 Experimental Results ... 
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... in faster retransmits. This is at the cost of com- plexity on the gateway 
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... 259-265 [13] L. Gwennap, "Counton TCP offload engine", EETimes, on the www: 
http://www.eetimes.eom/semi/c/ip/ OEG20010917S0051 [14] H. Bilic, Y. Birk, I ... 
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... architecture [6] includes MAC block for mixed medias (wired and fibre-based), a 

security accelerator, various classification block, a TCP offload engine and a ... 
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... Page 5. A potential enhancement to an iSCSI implementation is the use of 
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Method for interface of TCP offload engines to operating systems 
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... The method may include one or more of the following steps: receiving TCP segment 
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System and method for handling out-of-order frames (fka reception of out-of- 
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... 2. The method according to claim 1 , wherein the out-of-order frame is received via 

a TCP offload engine (TOE) of the network subsystem or a TCP-enabled ... 
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U Elzur, F Fan, SB Lindsay, SS McDaniel - 2004 - freepatentsonline.com 

... [0028] FIG. 1 1 shows a representation illustrating an embodiment of a TCP offload 

engine during receive according to the present invention. [0029] FIG. ... 
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CW Park, SW Kim, JW Park - LECTURE NOTES IN COMPUTER SCIENCE, 2004 - Springer 
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the TCP/IP protocol processing from the host CPU. TOE ... 
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... 73. The system according to claim 49, wherein said at least one processor is one 
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BS Ahn, SH Sohn, CY Kim, Gl Cha, YC Baek, SI Jung, ... - Proceedings of the 12th annual 
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... NS card consists of a disk controller (with disks), TCP Offload Engine (TOE) network 
interface, a memory controller (with PCI memory called PM EM), and a PCI ... 
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Detecting a network attack 

SP Dubai, DD Boom, PL Connor, MV Montecalvo - 2004 - freepatentsonline.com 

... For example, the adapter may include other packet filters and/or a TCP Offload Engine 

(TOE) that performs TCP protocol operations on packets after their ... 
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... prevent eavesdropping, message forgery, and interference. [0138] "TOE" means 
TCP Offload Engine. TOE technology typically takes the ... 
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